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Light Towers
Because of the harsh conditions that light towers operate within, we focus on ensuring peak performance  
and optimizing lifespan and resale value.

FEATURES 
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 or Metal halide technology
• Red Rock PE canopy designed to last
��)XHO�HႈFLHQW�HQJLQHV
• Spillage free frame
• Extended running hours
• Option: electric winch on V4S, 
  V5 LED S
• Option (V5 only): dusk/dawn photocell

MODEL CPLT E3 LED

Part no. 8170 0233 64

Rated frequency Hz 60

Rated voltage VAC 120

Rated power (PRP) kW -

Operating temperature (min/max) ºF (ºC) -

Sound power level (LwA) dB(A) -

Sound pressure level (LpA) at 7m dB(A) -

Engine
Model Electric

Speed rpm -

Rated net output (PRP) kW -

Coolant -

Number of cylinders -

Alternator
Model -

Rated output kVA -

Insulation / Enclosure protection class/IP -

Fuel Consumption
Fuel tank capacity Gal (L) -

Fuel autonomy h -

Power output
Auxiliary power kW -

Lights
Floodlights LED

Wattage W 4 x 160

Mast
Type Manual

Rotation degrees 0

Maximum height feet (m) 23 (7)

Maximum wind speed mph (kph) 51 (80)

Enclosure and Trailer
Type -

Base frame -

Enclosure -

Dimensions and weight
Dimensions in transport
Fix Towbar (L x W x H) inches (m) 48 x 32 x 84

(1.2 x 0.8 x 2.14)

Weight (wet) lbs (kg) 551 (250)

**Measured according to ISO 1217, 2009 annex D. Dependant on ambient conditions and temperature.
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MODEL CPPG 2.5W CPPG 5.5W CPPG7W CPPG2iW CPPG3iW

Part no. 8170 0230 21  8170 0230 22  8170 0230 23  8170 0230 19   8170 0230 20   

Rated frequency Hz 60 60 60 60 60

Rated voltage V 120/240 120/240 120/240 120 120

Nominal power output kVA 2.5 5 6.5 1.6 3

Peak power output W 2,800 5,500 7,000 1,800 3,300

Rated power factor 1 1 1 1 1

Capacity fuel tank gal (l) 4 (15) 6.6 (25) 6.6 (25) 1 (4) 2.6 (10)

Fuel autonomy at nominal power hr 11 10 8 5 6

6RFNHWV�FRQ¿JXUDWLRQ
1 x 120V Duplex GFCI 15A 

& 1 x 120/240V  
30ATwist lock

2 x 120V Duplex 15A  
& 1 x 120/240V  
30ATwist lock

2 x 120V Duplex 15A  
& 1 x 120/240V  
30ATwist lock

120V GFCI Duplex 
20A 5-20R

120V GFCI Duplex 20A 5-20R
& 120V Twistlock 30A L5-30R

Engine

Model CP200FA Gasoline CP390FD Gasoline CP420FD Gasoline CP148F Gasoline CP170FD Gasoline

Nominal speed rpm 3,600 3,600 3,600 5,000 3,600

Power output kWm 4.1 8.2 9 2.4 4.4

Displacement cm3 196 389 420 79 212

Starter type Recoil Electric / Recoil Electric / Recoil Recoil Electric / Recoil

Alternator

Power kVA 2.5 5.5 6.5 2 3

Regulation AVR AVR AVR Inverter Inverter

Noise level

Sound pressure level (LPA) at 7m dB(A) 73 75 76 65 63

Weight and dimensions

Length x width x height Inches 23 1/4 x 17 x 19 26 5/8 x 21 1/4 x 21 1/4 26 3/4 x 21 5/8 x 21 5/8 19 5/8 x 11 1/4 x 18 23 x 17 1/2 x 20

Weight lbs (kg) 115 (52) 174 (79) 183 (83) 46 (21) 99 (45)

Portable Generators
7KH�UDQJH�RI�&33*�SRUWDEOH�JHQHUDWRUV�SURYLGH�D�YHUVDWLOH�VROXWLRQ��:LWK�¿YH�PRGHOV��WKHUH�LV�D�JHQHUDWRU� 
that will suit most uses and users, from private residential applications to inner city construction sites and larger 
developments. All models come with the CP guarantee of reliability, durability and ease of use. These gasoline 
generators deliver stable electrical output and safe, user-friendly operation over a long service life.  

Parts and Accessories
Lubricants Size Part no.

GENOIL – Standard Engine Oil 5 Liter Can 1626 2262 00

GENOIL – Standard Engine Oil 20 Liter Can 1626 2263 00

GENOIL – Cold Start Engine Oil 5 Liter Can 1626 2258 01

GENOIL – Cold Start Engine Oil 20 Liter Can 1626 2259 01

Air Filters Part no.

CPPG 2.5 1636 3006 35

CPPG 5.5 1636 3007 04


